Industrial Lightweight Construction EJOT

Self-drilling screw JT3-18-5.5

Application range Applications
> Fastening profiled steel and aluminium sheets and sandwich %
pe
panels to 4-16 mm steel substructure E’ 4 i
L)
Properties
> A2 stainless steel with hardened steel drill point Technical data

> Stainless steel sealing washer
> Pre-assembled sealing washer
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Sealing washer E16, @ 16 mm
JT3-18-5.5x55 E16 58 0-18 500 3593011381 4061245015477
JT3-18-5.5x115 E16 115 40 - 81 100 3595011381 4061245015309
JT3-18-5.5x155 E16 155 80-121 100 3595511381 4061245015194
JT3-18-5.5x195 E16 195 120 - 161 100 3596011381 4061245015125
JT3-18-5.5x235 E16 235 160 - 201 100 3597511381 4061245015033
JT3-18-5.5x275 E16 275 200 - 241 100 3598011381 4061245015002
Sealing washer E19, @ 19 mm
JT3-18-5.5x55 E19 55 0-18 250 3593012381 4061245041018
JT3-18-5.5x115 E19 115 40 - 81 100 3595012381 4061245040929
JT3-18-5.5x155 E19 155 80-121 100 3595512381 4061245040851
JT3-18-5.5x195 E19 195 120 - 161 100 3596012381 4061245040783
JT3-18-5.5x235 E19 235 160 - 201 100 3597512381 4061245040752
JT3-18-5.5x275 E19 275 200 - 241 100 3598012381 4061245044453
Sealing washer E22, @ 22 mm
JT3-18-5.5x55 E22 99 0-18 250 3593013381 4061245026336
JT3-18-5.5x115 E22 115 40-78 100 3595013381 4061245040912
JT3-18-5.5x155 E22 155 80-118 100 3595513381 4061245040844
JT3-18-5.5x195 E22 195 120 - 158 100 3596013381 4061245040776
JT3-18-5.5x235 E22 235 160 - 198 100 3597513381 4061245044446
JT3-18-5.5x275 E22 275 200 - 238 100 3598013381 4061245040738
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